




Fuel Supply Unit
(FSU)

•	 Makes it possible to switch between LPG and petrol 

•	 Complete with electronic lock off valve controlled 

by the ECU

•	 Compact design for easy installation

Fuel Return Unit 
(FRU)

•	 Controls the return of LPG to the LPG tank

•	 Makes it possible to switch between LPG and petrol

•	 Equipped with electronic lock-off valve controlled 

by the ECU

•	 Lock off valve will shut off the LPG return line dur-

ing petrol mode

•	 Equipped with a pressure sensor

•	 Compact design for easy installation

Boost Pump

•	 Special petrol turbine pump

•	 Installed in series with the OEM petrol fuel pump

•	 Multiplying the petrol pressure during switch over 

procedure above LPG pressure, for smooth switch 

over

•	 High Boost pump capacity

•	 Complete with electronic lock-off valve which 

blocks the petrol flow.

•	 Compact design for easy installation

AFC-2

•	 The AFC-2 computer is the heart of the system and 

controls all the functions of the Direct LiquiMax 

system for safety, switch over strategy, fuel injection 

and diagnostics

•	 Controls the fuel module, pump driver, boost pump, 

FSU, FRU and fuel selector switch

•	 OEM watertight case with ventilation plug

•	 One 81-pins connector for the master wiring loom 

and a small 40-pins connector for the specific en-

gine configurations wiring loom

•	 A number of different communication interfaces for 

more advanced OEM engine integration. 

•	 High performance 32-bits automotive controller 

combined with full diagnostic and self protected 

power-output circuits for high reliability and dura-

bility

•	 Diagnostics, service and parameter-load software 

operates from Windows XP / Vista / 7 applications

Fuel selector switch

•	 Small and compact design suits all cab interiors

•	 Fuel selection via smart touch control. Informs op-

erator of LPG tank contents, audible buzzer to alert 

low level switching or fault codes plus illuminated 

fault code warning with LED

•	 Self programmable LED colours

Tank dimensions

•	 Cylindrical and toroidal tanks available: 

•	 Center Filled Toroidal tanks diameter 600, 630 and 

650mm with height of 230, 250-and 270 mm.

•	 Cylindrical; tanks with diameter 320, 360 and 450 

with different lengths.
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