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• Compact lightweight design with single or dual outlets

• 100% tested after assembly

• Fitted with 10-micron (ß10 > 75) dry gas ¤ lter, protecting the ¤ ne tolerance of the injectors,

 from pollutants in the gas

• Combined gas temperature and pressure sensor

�������
• ECM injector driver capability up to 10 cylinders

• Injector drivers based on “closed loop peak & hold current control” 

• Injector diagnostics constant monitoring: 

 - No load  - Overload  - Driver temperature  - Short circuit

• Diagnostics, service and parameter load software operates on Windows 98, 2000, XP

 and Vista platforms 

• Strategy functions for emission optimisation

• CAN-controller (2.0b) communication possible with OEM CAN-bus

• Electronic components are homologated (R10)

• R67-01 and R110 homologated

• Complete wiring loom colour coded, with text and numbering to ensure simple and 

 e  ̄ cient installation. All modules, actuators/sensors are equipped with connectors
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• Small and compact design suits all dashboards

• Fuel select: via smart touch control, informs operator of tank contents, audible buzzer 

to alert low level switching or fault codes, illuminated fault code warning with LED

• Manometer in IP54 housing, with analogue reading and analogue output

• Waterproof manometer with connector
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• Universal for both crankshaft sensor types (Hall and inductive)

• Possible for 36, 40 or 60 toothed crank wheels

• DTC trip history, diagnosis by VSI interface cable

• RPM out for VSI ECU
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• Steel cylindrical CNG tanks available

• Lightweight composite cylindrical tanks available

• Manual or electric tank lock-o�  valve

• Standard ISO 11439
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